BEDFORD HIGHWAY FUNCTIONAL PLAN
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AVERAGE ANNUAL DAILY TRAFFIC

The Bedford Highway serves daily traffic volumes
ranging from 16,000 to 48,000 vehicles per day,
with the heaviest volumes occurring at the southern
end of the corridor.

ACTIVE TRANSPORTATION

ACTIVE TRANSPORTATION

Pedestrian and cycling facilities on Bedford Highway
consist of sidewalks and bike lanes that are intermit-
tent throughout the corridor.

Bike lanes exist from Kearney Lake Road to
Meadowbrook Drive, but mostly consist of a paved
shoulder and are not buffered from traffic. Sidewalk
is provided on the west side of the roadway for the
majority (73%) of the corridor, but is absent from
Kearney Lake Road to Southgate Drive (3.6km),
where pedestrians must share the paved shoulder
with cyclists. The lack of continuous facilities makes
for an uncomfortable experience and deters active
transportation users.
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Bedford Highway is used heavily by commuters with a peak southbound flow in the morning and
a peak northbound flow in the evening. High delays are experienced in the morning with long
queues extending back from the Windsor Street Exchange. In the evening, congestion builds

in the northern end of the study area due to heavy northbound commuter traffic, retail activity,

and many closely spaced traffic signals.
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TRANSIT
Nine transit routes operate along various segments West Side | East Side
of Bedford Highway. Routes 80 and 82 are the only 8750 m 4300 m

routes that operate along the entire corridor. Route sidewalks | T3%0crounes | 36%0.tr0acnay
80 runs every 30 minutes from 6am to midnight,
but increases to every 15 minutes during the peak
commuting hours. Route 82 is extended along
Bedford Highway during peak hours only, with buses
every 30 minutes. There are currently no measures
in place to improve transit travel time and reliability
on the Bedford Highway. Transit vehicles flow with
vehicle traffic and are subject to the same high
delays. It is not uncommon for inbound Route 80
and 82 buses to fall behind schedule by 30 minutes
in the morning peak.
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